Hnited States of America
Bepartment of Transportation -~ Hederal Abviation Abministration

Supplemental Type Certificate
J’Mﬂ SA00797CH

Thes certificate issued to McCauley Propeller Systems
7751 East Pawnee
Wichita, KS 67207

certyfies that He change in the lype design for the foltowing prodicct with He bimdlations and condilions
Harefor as specgficd Aareon meels the aimvoriliiness regudirenents of Tt 3 of the CivilAir.%eya&M

See Type Certificate Data Sheet No. 3A13 for complete certification basis.

Criginat Foodiuct - - Tgpe Cortyficate Number :  3A13
Aaks . Cessna
Model':  p14s

Installation of McCauley Propeller Model B3D36C431/80VSA-1 or B3D36C433/80VSA-1, and spinner assembly in accordance
with McCauley Technical Report No. 873, no revision, dated June 26, 1997, and McCauley Drawing No. D-60202, no revision,
dated July 10, 1997, or later FAA approved revisions.

1. Compatibility of this design change with previously approved modifications must be determined by the installer.

(See continuation sheet 3 of 3)

sturcendared, swspondod, revoked or @ lerminalion dite is olfarwdiso estallisfod by Hho Aodinindstrator of He
SI; 5 f./g v ‘-/6 é sy e

Yate of apptication . une 21,1997 Dt recssaed, - September 21, 2005
Dt of essuance. November 25, 1997 Lt

v | 9,,;;@

(Signature) '
Thaddeus D. Krolicki, Jr.
Manager, Propulsion Branch
Chicago Aircraft Certification Office

(Title)

Any alteration of this certificate is punishable by a fine of not exceeding $1, 000, or imprisomment mot exceeding 3 years, or both.

PAAR FORM 8110-2(10-68) PAGE 1 of 3 PAGES This certificate may be transferred in accordance with FAR 21.47.



Hnited States of America
Bepartment of Transportation - Hederal Adviation Administration

Supplemental Type Certificate

(Tontinuation Sheet)

-A/@’ SA00797CH

Date of Issuance: November 25, 1997
Reissued: September 21, 2005

Lirnetalions and Condetions (Continued):

2. FAA Approved Flight Manual Supplement, Technical Report Number 874, dated August 4, 1997, or later FAA approved
revisions, is required.

3. Lycoming engine model O-540-J3C5D is eligible with the McCauley Propeller Model B3D36C433/80VSA-1 (S/N R18200001
through R18201313) with a maximum continuous and takeoff rating of 235 HP and 2400 RPM.

4. Lycoming engine model O-540-J3CSD is eligible with the McCauley Propeller Model B3D36C431/80VSA-1 (S/N R18201314
and up) with a maximum continuous and takeoff rating of 235 HP and 2400 RPM.

5. Aircraft Specifications are the same as listed on Type Certificate Data Sheet No. 3A13 except as listed in McCauley Technical
Report Number 874,

6. If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give the other person
written evidence of that permission.

..End...

Any alteration of this certificate is punishable by a fine of not exceeding §1,000, or imprisonment not exceeding ) years, or both,

FAAR ForMm 8110-2-1(10-69) PAGE 3 of 3 PAGES This certificate may be transferred in accordance with FAR 21.47.



